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_________________________________ 
Project / Job Name 

 
Lift Car  
 
Location of studs/tenax    One door 
or panel joins. 

    Through car 
 

                                       Front returns protected 
Distance floor to stud/hanger   
 
________________mm 
 
 
 
Distance floor to ceiling: 
 
________________mm 
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Colour: Beige           Blue           Grey           Brown     
 
 
 
Fixing types: 
 

Description 
Fixing kit: Kapok No. 1 studs Ø 14mm, h 15mm 
Fixing kit: Tenax studs Ø 11mm, h 11mm 
Fixing kit: Suction hooks 
Fixing kit: Wire hooks No.1 length 70mm 
Fixing kit: Wire hooks No.2 length 70mm 
Fixing kit: Wire hooks No.3 length 120mm 
Magnets (ceiling must be magnetic) 
Telescopic rail (up to max. 2500mm) 

 
 
Floor protection: 
 

Description 
Floor protection thin (standard) - according to customer requirements 

 
Description 
Floor protection thick (premium) - according to customer requirements 

 
 Skirting existing         Thickness of the skirting  ____________ mm 
 
 Skirting:  left side  right side  back   front 
        (Front face)  (Door side) 

 
Ceiling protection: 
 

Description 
Ceiling protection – according to customer requirements 

 
 Fixing options:   suction hook  velcro  magnet 

 
 
Additional comments: 

_______________________________________________________
_______________________________________________________
_______________________________________________________ 
 
 
 

_______________________  _______________________  _______________________ 
   Company       Name/ First Name      Date 
 

Stingl Systems GmbH, Dimbacher Str. 25, 74182 Obersulm, export@stinglonline.de, +49 (0) 7134 / 13797-13 
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