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LOCUS Folding Seat

Size 300 and 400.
Installation and service manual.
Please read carefully before mounting.

Recommended installation method
The seat is designed for load up to 120 kg.
Use appropriate fasteners.
On Wooden or Metal Stud Wall - The seat
can be mounted on vertical studs on a wooden
stud  wall. Metal studs might required reinfor-
cement. If necessary, use the optional reinfor-
cement plate (art.nr. ), appropriate to the1000999082
size of 300.
Brick / Concrete Wall - Use expansion screw
or equivalent.
Lightweight Concrete Wall - Drill a hole
through the wall. Use bolt, nut and washer.

Mounting
We recommend mounting the seat at 470mm
above ground/floor. The lower two holes will be
at 335mm above ground. NOTE: The top holes
are drilled with 7 degrees angle for increased
strength, use the template below. Use an exten-
sion socket on the screwdriver to avoid scratches
on the pipe.
WARNING! Make sure not to drill in tubes, pipes
or wiring hidden in the wall.

Other
Do not mount wooden seats in an enviroment
with high humidity  as it might crack. Instead,
choose a more suitable model in our products
range. Oiled seats are trated with furniture oil.
Seat, accessories and packaging can be recycled.

CE-marked
EC declaration of conformity according to EG
Machine Directive EN 414 / EN 292-1-2

Stingl GmbH ▪ Dimbacher Str. 25 ▪ 74182 Obersulm/GERMANY ▪ Tel. +49 - 7134 - 13797-10 ▪ www.stinglonline. de ▪ info@stinglonline.de


